In the Specification: 


On page 1 of the specification, in the first sentence of " REFERENCE TO 
RELATED APPLICATIONS ", please delete [of] after "application" and insert of 
after "continuation-in-part. 

On page 8, line 26, after "vehicle", please insert Fig. 18A is a cross 
sectional view of the bevel gear embodiment of Fig. 18 . 

On page 21 , line 30, after "above.", please insert the sentence: Fig. 18A 
shows the pitch angle of bevel gear teeth 300 of the reaction control rotor and 
bevel gear teeth 302 of the output rotor having pitch angles greater than 90 
degrees. 

On page 25, please replace the paragraph beginning on line 1 and ending 
on line 23 with the following rewritten paragraph: 

-ABSTRACT OF THE DISCLOSURE 

Continuously variable speed power transmission with integrated 
motor/generator components. The transmission has an input member rotatable 
about an input axis, an output member rotatable about an output axis, a reaction 
control rotor with integrated motor/generator components for selective rotation 
about the input axis, a pericyclic motion converter mounted for nutational motion 
about the input axis, and a control means for selectively adjusting the rate of 
rotation of the reaction control rotor relative to the input member. The 
continuously variable speed power transmission with integrated motor/generator 
components can be located in a vehicle wheel hub. - 
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